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ESQUIMALT ROAD

1. 610mm AND FLEXIBLE BOLLARD:
1.1. MANUFACTURER: PEXCO LLC
1.2. MODEL: CITY POST - SURFACE MOUNT
1.3. COLOUR: WHITE
1.4. REFLECTIVE WHITE BANDS
1.5. CONTRACTOR SUPPLIED

2. R7301 STAINLESS STEEL BOLLARD
2.1. MANUFACTURER: RELIANCE FOUNDRY
2.2. TOWNSHIP SUPPLIED

3. REFER TO CIVIL DETAIL SHEET 15 FOR CURB RETURN PROFILES

4. REFER TO LEGEND SHEET 02 FOR PAVEMENT MARKING AND SYMBOL
DIMENSIONS

5. CONTRACTOR TO CONFIRM CONDITION OF EXISTING CATCH BASIN LEADS
AND SANITARY SERVICES WITH PUSH CAMERA AND/OR CCTV INSPECTION
PRIOR TO CONNECTION

6. PAVEMENT MARKINGS TO BE ERADICATED FROM STA 10+050 TO STA
11+200 AND:
6.1. DUNSMUIR RD - 35m SOUTH OF ESQUIMALT ROAD
6.2. DOMINION RD - 30m NORTH OF ESQUIMALT ROAD
(EXCLUDING PROPOSED ASPHALT INSTALLATION AREA TYP.)
6.3. LIMITS OF ERADICATION ARE TO BE CONFIRMED IN THE FIELD WITH

THE CONTRACT ADMINISTRATOR A MINIMUM OF 5 DAYS PRIOR TO
ERADICATION WORK.

CIVIL LEGEND

MILL AND INLAY - REMOVE 50mm AND
PLACE 50mm - LIMITS TO BE CONFIRMED
IN THE FIELD PRIOR TO CONSTRUCTION

CIVIL NOTES

FLEXIBLE BOLLARD
REFER TO NOTES FOR PRODUCT INFO

EXISTING ROAD HATCH SHOWN FOR
PAVEMENT MARKING CLARITY. NOT
INDICATIVE OF PAVING SCOPE.

PRECAST CONCRETE BARRIER CURB

FUTURE DEVELOPMENT SITE. FUTURE
AAA INFRASTRUCTURE TO BE INSTALLED
AS A PART OF DEVELOPMENT FRONTAGE.

CONCRETE INSTALLATION
REFER TO DRAWING FOR DETAILS

FULL DEPTH RESTORATION - 100mm OF
ASPHALT (TWO LIFTS) ON TOP OF 100mm
OF GRANULAR BASE AND 250mm OF
GRANULAR SUB BASE
50mm THICK ASPHALT DRIVEWAY
CONNECTION/ BIKE LANE

OLDCASTLE SLAB 400mm X 400mm
PAVERS, GRAY

150mm THICK CONCRETE DRIVEWAY
CROSSING

APPROXIMATE LOCATION OF
UNDERGROUND SANITARY SPOT REPAIR.
TO BE CONFIRMED WITH CCTV PRIOR TO
CONSTRUCTION

SCALE: 1:250
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INSTALL 610mm HT PEXCO FLEXIBLE BOLLARDS OR
APPROVED EQUIVALENT (TYP.)

NEW CONCRETE CURB, GUTTER
AND SIDEWALK AS PER STD DWG
TOE-SD-C2.1 (BY OTHERS)

INSTALL  WA-36R
(COROPLAST CUSTOM)
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DETAILED CONSTRUCTION NOTES:
REMOVE OR RELOCATE EXISTING SIGN.

ADJUST CASTING TO FINISHED GRADE.

PRIOR TO INSTALLATION OF NEW INSPECTION CHAMBER AND CIPP RESTORATION,
CONTRACTOR SHALL CONFIRM THE LOCATION AND CONDITION OF EXISTING SANITARY
SERVICES USING CCTV INSPECTION.
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REVISION DESCRIPTIONREV NO. DATE DRAWN APPR'D

ROADWORKS
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ESQUIMALT ROAD

1. 610mm AND FLEXIBLE BOLLARD:
1.1. MANUFACTURER: PEXCO LLC
1.2. MODEL: CITY POST - SURFACE MOUNT
1.3. COLOUR: WHITE
1.4. REFLECTIVE WHITE BANDS
1.5. CONTRACTOR SUPPLIED

2. R7301 STAINLESS STEEL BOLLARD
2.1. MANUFACTURER: RELIANCE FOUNDRY
2.2. TOWNSHIP SUPPLIED

3. REFER TO CIVIL DETAIL SHEET 15 FOR CURB RETURN PROFILES

4. REFER TO LEGEND SHEET 02 FOR PAVEMENT MARKING AND SYMBOL
DIMENSIONS

5. CONTRACTOR TO CONFIRM CONDITION OF EXISTING CATCH BASIN LEADS
AND SANITARY SERVICES WITH PUSH CAMERA AND/OR CCTV INSPECTION
PRIOR TO CONNECTION

6. PAVEMENT MARKINGS TO BE ERADICATED FROM STA 10+050 TO STA
11+200 AND:
6.1. DUNSMUIR RD - 35m SOUTH OF ESQUIMALT ROAD
6.2. DOMINION RD - 30m NORTH OF ESQUIMALT ROAD
(EXCLUDING PROPOSED ASPHALT INSTALLATION AREA TYP.)
6.3. LIMITS OF ERADICATION ARE TO BE CONFIRMED IN THE FIELD WITH

THE CONTRACT ADMINISTRATOR A MINIMUM OF 5 DAYS PRIOR TO
ERADICATION WORK.

CIVIL LEGEND

MILL AND INLAY - REMOVE 50mm AND
PLACE 50mm - LIMITS TO BE CONFIRMED
IN THE FIELD PRIOR TO CONSTRUCTION

CIVIL NOTES

FLEXIBLE BOLLARD
REFER TO NOTES FOR PRODUCT INFO

EXISTING ROAD HATCH SHOWN FOR
PAVEMENT MARKING CLARITY. NOT
INDICATIVE OF PAVING SCOPE.

PRECAST CONCRETE BARRIER CURB

FUTURE DEVELOPMENT SITE. FUTURE
AAA INFRASTRUCTURE TO BE INSTALLED
AS A PART OF DEVELOPMENT FRONTAGE.

CONCRETE INSTALLATION
REFER TO DRAWING FOR DETAILS

FULL DEPTH RESTORATION - 100mm OF
ASPHALT (TWO LIFTS) ON TOP OF 100mm
OF GRANULAR BASE AND 250mm OF
GRANULAR SUB BASE
50mm THICK ASPHALT DRIVEWAY
CONNECTION/ BIKE LANE

OLDCASTLE SLAB 400mm X 400mm
PAVERS, GRAY

150mm THICK CONCRETE DRIVEWAY
CROSSING

APPROXIMATE LOCATION OF
UNDERGROUND SANITARY SPOT REPAIR.
TO BE CONFIRMED WITH CCTV PRIOR TO
CONSTRUCTION

ESQUIMALT ROAD
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INSTALL SANDERSON PRECAST BARRIER OR
APPROVED EQUIVALENT (TYP.)

INSTALL GREEN METHYL METHACRYLATE (MMA) (TYP.)

INSTALL 610mm HT PEXCO FLEXIBLE BOLLARDS OR
APPROVED EQUIVALENT (TYP.)

INSTALL 610mm HT PEXCO FLEXIBLE BOLLARDS OR
APPROVED EQUIVALENT (TYP.)

INSTALL 1200Ø TERMINUS MANHOLE

YIELD TO
BICYCLES

1.
95

m

MANHOLE NUMBERS

PIPE DIAMETER & MATERIAL
OVERALL PIPE LENGTH
NO. OF SERVICE CONNECTIONS
WORK PRIOR TO REHAB

REHAB
CCTV VIDEO AVAILABLE
CCTV REPORT AVAILABLE

CIPP OF SANITARY
STA 10 + 430 TO 10 + 560

200Ø VC
133.6m±

· COMPLETE CCTV

CIPP FULL LENGTH RELINE
YES
YES

4

INSTALL  WA-36R
(COROPLAST CUSTOM)

 .

INSTALL  WA-36R
(COROPLAST CUSTOM)

 .

REMOVE EX. CATCH BASIN AND INSTALL NEW CATCH BASIN PER
TOE-SD-S11.1 C/W 150Ø LEAD. TIE INTO EXISTING CB LEAD.

CARLTON T
ERRACE

1

3

1
1 1 1

3.
30

m

0.
15

m
0.

04
m

3.
20

m
0.

90
m

0.
55

m

1

REMOVE EXISTING METAL GUARD RAIL AND
WOODEN POST DISPOSE OF OFFSITE.

1

2

3

DETAILED CONSTRUCTION NOTES:
REMOVE OR RELOCATE EXISTING SIGN.

ADJUST CASTING TO FINISHED GRADE.

PRIOR TO INSTALLATION OF NEW INSPECTION CHAMBER AND CIPP RESTORATION,
CONTRACTOR SHALL CONFIRM THE LOCATION AND CONDITION OF EXISTING SANITARY
SERVICES USING CCTV INSPECTION.

CONTRACTOR TO CONDUCT CCTV PRE-INSPECTION
OF SGM0584 200Ø VCP SANITARY MAIN AND SUBMIT
THE REPORT TO THE CONTRACT ADMINISTRATOR
AT LEAST 3 WEEKS PRIOR TO REPLACEMENT.

CONTRACTOR TO CONDUCT CCTV PRE-INSPECTION
OF SGM0812 200Ø VCP SANITARY MAIN AND SUBMIT

THE REPORT TO THE CONTRACT ADMINISTRATOR
AT LEAST 3 WEEKS PRIOR TO REPLACEMENT.

CONTRACTOR TO CONDUCT CCTV PRE-INSPECTION
OF SGM0659 200Ø VCP SANITARY MAIN AND SUBMIT
THE REPORT TO THE CONTRACT ADMINISTRATOR
AT LEAST 3 WEEKS PRIOR TO REPLACEMENT.
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REVISION DESCRIPTIONREV NO. DATE DRAWN APPR'D
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ESQUIMALT ROAD

1. 610mm AND FLEXIBLE BOLLARD:
1.1. MANUFACTURER: PEXCO LLC
1.2. MODEL: CITY POST - SURFACE MOUNT
1.3. COLOUR: WHITE
1.4. REFLECTIVE WHITE BANDS
1.5. CONTRACTOR SUPPLIED

2. R7301 STAINLESS STEEL BOLLARD
2.1. MANUFACTURER: RELIANCE FOUNDRY
2.2. TOWNSHIP SUPPLIED

3. REFER TO CIVIL DETAIL SHEET 15 FOR CURB RETURN PROFILES

4. REFER TO LEGEND SHEET 02 FOR PAVEMENT MARKING AND SYMBOL
DIMENSIONS

5. CONTRACTOR TO CONFIRM CONDITION OF EXISTING CATCH BASIN LEADS
AND SANITARY SERVICES WITH PUSH CAMERA AND/OR CCTV INSPECTION
PRIOR TO CONNECTION

6. PAVEMENT MARKINGS TO BE ERADICATED FROM STA 10+050 TO STA
11+200 AND:
6.1. DUNSMUIR RD - 35m SOUTH OF ESQUIMALT ROAD
6.2. DOMINION RD - 30m NORTH OF ESQUIMALT ROAD
(EXCLUDING PROPOSED ASPHALT INSTALLATION AREA TYP.)
6.3. LIMITS OF ERADICATION ARE TO BE CONFIRMED IN THE FIELD WITH

THE CONTRACT ADMINISTRATOR A MINIMUM OF 5 DAYS PRIOR TO
ERADICATION WORK.

CIVIL LEGEND

MILL AND INLAY - REMOVE 50mm AND
PLACE 50mm - LIMITS TO BE CONFIRMED
IN THE FIELD PRIOR TO CONSTRUCTION

CIVIL NOTES

FLEXIBLE BOLLARD
REFER TO NOTES FOR PRODUCT INFO

EXISTING ROAD HATCH SHOWN FOR
PAVEMENT MARKING CLARITY. NOT
INDICATIVE OF PAVING SCOPE.

PRECAST CONCRETE BARRIER CURB

FUTURE DEVELOPMENT SITE. FUTURE
AAA INFRASTRUCTURE TO BE INSTALLED
AS A PART OF DEVELOPMENT FRONTAGE.

CONCRETE INSTALLATION
REFER TO DRAWING FOR DETAILS

FULL DEPTH RESTORATION - 100mm OF
ASPHALT (TWO LIFTS) ON TOP OF 100mm
OF GRANULAR BASE AND 250mm OF
GRANULAR SUB BASE

50mm THICK ASPHALT DRIVEWAY
CONNECTION/ BIKE LANE

OLDCASTLE SLAB 400mm X 400mm
PAVERS, GRAY

150mm THICK CONCRETE DRIVEWAY
CROSSING

APPROXIMATE LOCATION OF
UNDERGROUND SANITARY SPOT REPAIR.
TO BE CONFIRMED WITH CCTV PRIOR TO
CONSTRUCTION

ESQUIMALT ROAD
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INSTALL SANDERSON PRECAST BARRIER OR
APPROVED EQUIVALENT (TYP.)

INSTALL GREEN METHYL
METHACRYLATE (MMA) (TYP.)

INSTALL 610mm HT PEXCO FLEXIBLE BOLLARDS OR
APPROVED EQUIVALENT (TYP.)

INSTALL 610mm HT PEXCO FLEXIBLE BOLLARDS OR
APPROVED EQUIVALENT (TYP.)

EXISTING TRANSIT STOP TO BE RELOCATED
SUBJECT TO BC TRANSIT REVIEW.

YIELD TO
BICYCLES

YIELD TO
BICYCLES

SEE ELECTRICAL DRAWING E06
FOR ADDITIONAL DETAILS.

2.
40

m

CURB WORK ALONG FRONTAGE IS
FUTURE WORK BY OTHERS

INSTALL  WA-36R
(COROPLAST CUSTOM)

INSTALL  WA-36R
(COROPLAST CUSTOM)

INSTALL  WA-36R
(COROPLAST CUSTOM)

2.
20

m

REMOVE EX. CATCH BASIN AND INSTALL
NEW CATCH BASIN PER TOE-SD-S11.1 C/W
150Ø LEAD. TIE INTO EXISTING CB LEAD.

DETAILED CONSTRUCTION NOTES:
REMOVE OR RELOCATE EXISTING SIGN.

ADJUST CASTING TO FINISHED GRADE.

PRIOR TO INSTALLATION OF NEW INSPECTION CHAMBER AND CIPP RESTORATION,
CONTRACTOR SHALL CONFIRM THE LOCATION AND CONDITION OF EXISTING SANITARY
SERVICES USING CCTV INSPECTION.
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BARRIER TO BE FIELD FIT
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ESQUIMALT ROAD

1. 610mm AND FLEXIBLE BOLLARD:
1.1. MANUFACTURER: PEXCO LLC
1.2. MODEL: CITY POST - SURFACE MOUNT
1.3. COLOUR: WHITE
1.4. REFLECTIVE WHITE BANDS
1.5. CONTRACTOR SUPPLIED

2. R7301 STAINLESS STEEL BOLLARD
2.1. MANUFACTURER: RELIANCE FOUNDRY
2.2. TOWNSHIP SUPPLIED

3. REFER TO CIVIL DETAIL SHEET 15 FOR CURB RETURN PROFILES

4. REFER TO LEGEND SHEET 02 FOR PAVEMENT MARKING AND SYMBOL
DIMENSIONS

5. CONTRACTOR TO CONFIRM CONDITION OF EXISTING CATCH BASIN LEADS
AND SANITARY SERVICES WITH PUSH CAMERA AND/OR CCTV INSPECTION
PRIOR TO CONNECTION

6. PAVEMENT MARKINGS TO BE ERADICATED FROM STA 10+050 TO STA
11+200 AND:
6.1. DUNSMUIR RD - 35m SOUTH OF ESQUIMALT ROAD
6.2. DOMINION RD - 30m NORTH OF ESQUIMALT ROAD
(EXCLUDING PROPOSED ASPHALT INSTALLATION AREA TYP.)
6.3. LIMITS OF ERADICATION ARE TO BE CONFIRMED IN THE FIELD WITH

THE CONTRACT ADMINISTRATOR A MINIMUM OF 5 DAYS PRIOR TO
ERADICATION WORK.

CIVIL LEGEND

MILL AND INLAY - REMOVE 50mm AND
PLACE 50mm - LIMITS TO BE CONFIRMED
IN THE FIELD PRIOR TO CONSTRUCTION

CIVIL NOTES

FLEXIBLE BOLLARD
REFER TO NOTES FOR PRODUCT INFO

EXISTING ROAD HATCH SHOWN FOR
PAVEMENT MARKING CLARITY. NOT
INDICATIVE OF PAVING SCOPE.

PRECAST CONCRETE BARRIER CURB

FUTURE DEVELOPMENT SITE. FUTURE
AAA INFRASTRUCTURE TO BE INSTALLED
AS A PART OF DEVELOPMENT FRONTAGE.

CONCRETE INSTALLATION
REFER TO DRAWING FOR DETAILS

FULL DEPTH RESTORATION - 100mm OF
ASPHALT (TWO LIFTS) ON TOP OF 100mm
OF GRANULAR BASE AND 250mm OF
GRANULAR SUB BASE

50mm THICK ASPHALT DRIVEWAY
CONNECTION/ BIKE LANE

OLDCASTLE SLAB 400mm X 400mm
PAVERS, GRAY

150mm THICK CONCRETE DRIVEWAY
CROSSING

APPROXIMATE LOCATION OF
UNDERGROUND SANITARY SPOT REPAIR.
TO BE CONFIRMED WITH CCTV PRIOR TO
CONSTRUCTION

ESQUIMALT ROAD

F
O

R
 C

O
N

T
IN

U
A

T
IO

N
 S

E
E

 S
H

E
E

T
. N

o.
07

F
O

R
 C

O
N

T
IN

U
A

T
IO

N
 S

E
E

 S
H

E
E

T
. N

o.
09

2.80m

3.00m
1.53m

3.04m
3.10m

1.72m

INSTALL GREEN METHYL METHACRYLATE (MMA) (TYP.)

INSTALL 610mm HT PEXCO FLEXIBLE BOLLARDS OR
APPROVED EQUIVALENT (TYP.)

INSTALL SANDERSON PRECAST BARRIER OR
APPROVED EQUIVALENT (TYP.)

3.00m
2.95m

INSTALL  WA-36R
(COROPLAST CUSTOM)

INSTALL  WA-36R
(COROPLAST CUSTOM)

EXISTING CONCRETE MEDIAN
REMOVAL. DONE BY OTHERS

3.30m

2.02m

1.70m

1.20m

2.66m
2.40m

3.22m

INSTALL 610mm HT PEXCO FLEXIBLE BOLLARDS OR
APPROVED EQUIVALENT (TYP.)

1.89m

INSTALL  WA-36R
(COROPLAST CUSTOM)

INSTALL  WA-36R
(COROPLAST CUSTOM)

2.00m

YIELD TO
BICYCLES

REMOVE EXISTING BIKE
LANE ENDS SIGN AND TAB.

SANDERSON PRECAST BARRIER
TO BE FIELD FIT AS REQUIRED

TO AVOID CASTING CONFLICTS

REMOVE EXISTING W-132-1
AND W-132-1T SIGN AND TAB

YIELD TO
BICYCLES

1

0.52m

1

2

3

DETAILED CONSTRUCTION NOTES:
REMOVE OR RELOCATE EXISTING SIGN.

ADJUST CASTING TO FINISHED GRADE.

PRIOR TO INSTALLATION OF NEW INSPECTION CHAMBER AND CIPP RESTORATION,
CONTRACTOR SHALL CONFIRM THE LOCATION AND CONDITION OF EXISTING SANITARY
SERVICES USING CCTV INSPECTION.

0.14m

0

1:250

5 15m
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ESQUIMALT ROAD

1. 610mm AND FLEXIBLE BOLLARD:
1.1. MANUFACTURER: PEXCO LLC
1.2. MODEL: CITY POST - SURFACE MOUNT
1.3. COLOUR: WHITE
1.4. REFLECTIVE WHITE BANDS
1.5. CONTRACTOR SUPPLIED

2. R7301 STAINLESS STEEL BOLLARD
2.1. MANUFACTURER: RELIANCE FOUNDRY
2.2. TOWNSHIP SUPPLIED

3. REFER TO CIVIL DETAIL SHEET 15 FOR CURB RETURN PROFILES

4. REFER TO LEGEND SHEET 02 FOR PAVEMENT MARKING AND SYMBOL
DIMENSIONS

5. CONTRACTOR TO CONFIRM CONDITION OF EXISTING CATCH BASIN LEADS
AND SANITARY SERVICES WITH PUSH CAMERA AND/OR CCTV INSPECTION
PRIOR TO CONNECTION

6. PAVEMENT MARKINGS TO BE ERADICATED FROM STA 10+050 TO STA
11+200 AND:
6.1. DUNSMUIR RD - 35m SOUTH OF ESQUIMALT ROAD
6.2. DOMINION RD - 30m NORTH OF ESQUIMALT ROAD
(EXCLUDING PROPOSED ASPHALT INSTALLATION AREA TYP.)
6.3. LIMITS OF ERADICATION ARE TO BE CONFIRMED IN THE FIELD WITH

THE CONTRACT ADMINISTRATOR A MINIMUM OF 5 DAYS PRIOR TO
ERADICATION WORK.

CIVIL LEGEND

MILL AND INLAY - REMOVE 50mm AND
PLACE 50mm - LIMITS TO BE CONFIRMED
IN THE FIELD PRIOR TO CONSTRUCTION

CIVIL NOTES

FLEXIBLE BOLLARD
REFER TO NOTES FOR PRODUCT INFO

EXISTING ROAD HATCH SHOWN FOR
PAVEMENT MARKING CLARITY. NOT
INDICATIVE OF PAVING SCOPE.

PRECAST CONCRETE BARRIER CURB

FUTURE DEVELOPMENT SITE. FUTURE
AAA INFRASTRUCTURE TO BE INSTALLED
AS A PART OF DEVELOPMENT FRONTAGE.

CONCRETE INSTALLATION
REFER TO DRAWING FOR DETAILS

FULL DEPTH RESTORATION - 100mm OF
ASPHALT (TWO LIFTS) ON TOP OF 100mm
OF GRANULAR BASE AND 250mm OF
GRANULAR SUB BASE
50mm THICK ASPHALT DRIVEWAY
CONNECTION/ BIKE LANE

OLDCASTLE SLAB 400mm X 400mm
PAVERS, GRAY

150mm THICK CONCRETE DRIVEWAY
CROSSING

APPROXIMATE LOCATION OF
UNDERGROUND SANITARY SPOT REPAIR.
TO BE CONFIRMED WITH CCTV PRIOR TO
CONSTRUCTION

ESQUIMALT ROAD
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m

2.
89
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m
3.

00
m

2.
70

m

INSTALL GREEN METHYL
METHACRYLATE (MMA) (TYP.)

INSTALL 610mm HT PEXCO FLEXIBLE BOLLARDS
OR APPROVED EQUIVALENT (TYP.)

SEE ELECTRICAL DRAWING E08
FOR ADDITIONAL DETAILS.

INSTALL CONCRETE MEDIAN
ISLAND. REFER TO SHEET 11
CIVIL DETAILS

INSTALL 100mm THICK
CONCRETE SIDEWALK AS PER

STD DWG ToE-SD-C2.1

3.
00

m
1.

35
m

0.
15

m

RELIANCE FOUNDRY MODEL R-7301
STAINLESS STEEL BOLLARDS ON

BOTH SIDES OF MEDIAN, SUPPLIED
BY TOWNSHIP

INSTALL 100mm THICK CONCRETE
LETDOWN AS PER ToE-SD-C9.4.

1.35m WIDE RAISED ASPHALT
BIKELANE

INSTALL TYPE 1 CONCRETE
MEDIAN 150 mm WIDE AND 75 mm
HIGH. SEE CIVIL DETAILS SHEET 11.

MANHOLE NUMBERS

PIPE DIAMETER & MATERIAL
OVERALL PIPE LENGTH
NO. OF SERVICE CONNECTIONS
WORK PRIOR TO REHAB

REHAB
CCTV VIDEO AVAILABLE
CCTV REPORT AVAILABLE

CIPP OF SANITARY
STA 10 + 880 TO 11 + 020

200Ø VC
26.0m±

· COMPLETE CCTV

CIPP FULL LENGTH RELINE
YES
YES

4

INSTALL  WA-36R
(COROPLAST CUSTOM)

 .

INSTALL  WA-36R
(COROPLAST CUSTOM)

INSTALL  WA-36R
(COROPLAST CUSTOM)

INSTALL  WA-36R
(COROPLAST CUSTOM)

(FULL SIZE) (FULL SIZE)

2
2

CONTRACTOR TO MAKE RELIEF CUT
150mm FROM EXISTING ROCK RETAINING
WALL PRIOR TO REMOVING EXISTING
CONCRETE SIDEWALK.

1

1

0.08m

0.05m

0.07m

0.
15

m

0.
11

m

INSTALL NEW CONCRETE CURB
AND GUTTER AS PER MMCD
STD. DWG. C4 BARRIER CURB

INSTALL NEW CONCRETE CURB
AND GUTTER AS PER MMCD

STD. DWG. C4 BARRIER CURB

1.
72

m

0.
26

m

0.
30

m

1

2

3

DETAILED CONSTRUCTION NOTES:
REMOVE OR RELOCATE EXISTING SIGN.

ADJUST CASTING TO FINISHED GRADE.

PRIOR TO INSTALLATION OF NEW INSPECTION CHAMBER AND CIPP RESTORATION,
CONTRACTOR SHALL CONFIRM THE LOCATION AND CONDITION OF EXISTING SANITARY
SERVICES USING CCTV INSPECTION.

CONTRACTOR TO CONDUCT CCTV PRE-INSPECTION OF
SGM1045 200Ø VCP (LINED) SANITARY MAIN AND SUBMIT

THE REPORT TO THE CONTRACT ADMINISTRATOR AT LEAST
3 WEEKS PRIOR TO REPLACEMENT.

RE & RE EXISTING 1050 SANI MANHOLE.
RESTORE EXISTING CONNECTIONS.

150mm OF TOPSOIL AND SEED (TYP)
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500mm

LANDSCAPE AREA (IF APPLICABLE)
REFER TO DETAIL THIS SHEET

500mm

CONCRETE TO SEPARATE
PLANTING AREA FROM CROSSING

(100mm THICK)

CONCRETE MEDIAN INSTALLED
ON EXISTING ASPHALT
WITH CONTROLLED JOINTS AT
2.0m INTERVALS

500mm

150mm OF 19mm MINUS GRANULAR
BASE COMPACTED TO 95% MPD

APPROVED SUB-GRADE

100mm BROOM
FINISHED CONCRETE

B B

A

A

APPROVED SUB-GRADE

UP TO 150mm OF 19mm MINUS GRANULAR
BASE COMPACTED TO 95% MPD

10mm LIP ABOVE EXISTING
ASPHALT (TYP.)

EXISTING ASPHALT ON
GRAVEL ROAD BASE

CONCRETE MEDIAN INSTALLED
ON EXISTING ASPHALT

WITH CONTROLLED JOINTS AT
2.0m INTERVALS

LANDSCAPE AREA (IF APPLICABLE)
REFER TO DETAIL THIS SHEET

500mm

CONCRETE TO SEPARATE
PLANTING AREA FROM CROSSING

(100mm THICK)

500mm

150mm OF 19mm MINUS GRANULAR
BASE COMPACTED TO 95% MPD

APPROVED SUB-GRADE

100mm BROOM
FINISHED CONCRETE

10mm LIP ABOVE EXISTING
ASPHALT (TYP.)

40
0m

m
40

0m
m

15
0m

m
15

0m
m

1 - 2%

WIDTH VARIES
EX. OR PR. SIDEWALK

0.30

2438mm 305mm

20
3m

m

305mm

20
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m

2438mm

2438mm 305mm
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m
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CIVIL DETAILS
TYPICAL DETAILS

33995ISSUED FOR TENDER
1:250 JAN/2025

KPJ KPJ

IM IM

0
15
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IMAG12MAY/25ISSUED FOR TENDER0

TYPICAL MEDIAN CROSSING DETAIL (RAISED AND
FLUSH NOSE)

Scale 1:30

TYPICAL MEDIAN CROSSING DETAIL (RAISED NOSE)
Section B-B Scale 1:30

TYPICAL MEDIAN CROSSING DETAIL (FLUSH NOSE)
Section A-A Scale 1:30

TYPE 1 MEDIAN (WIDTH < 0.5m)
Scale 1:5

GRAVEL ROADBASE PAVEMENT RESTORATION DETAIL

RAISED BIKE LANE TYPICAL SECTION
NOT TO SCALE

FULL DEPTH RESTORATION ON GRAVEL BASE ROADS.

DRIFTPIN LAYOUT DETAIL
NTS

BULLNOSE BIKE LANE BARRIER DETAIL

REMOVE ASPHALT AND REPLACE
WITH GRANULAR BASE

EX. ASPHALT ROADWAY

BULL NOSE BIKE LANE BARRIER TO BE
INSTALLED AT EACH END OF ALL

PRECAST BARRIER ROWS

10M REBAR DRIFTPINS TO BE SET
200mm INTO CONCRETE/GRAVEL BASE

SAWCUT PAVEMENT AND
REMOVE ASPHALT DOWN

TO CONCRETE/GRAVEL
BASE (MIN. 150mm DEPTH

WHEN GRAVEL)

EXISTING ROAD SURFACE

VARIES - SEE PLANS
WIDTH

50
m

m

WIDTH/4

R15mm

1%1%

SET AT 0.3m FROM START/END OF MEDIAN

SET AT 0.3m FROM START/END OF MEDIAN
1.00m (TYP.)

10
0m

m
 (

T
Y

P
.)

SAWCUT

0.15m TROWELED JOINTS
FROM THE EDGE ON

BOTH SIDES (TYP.)

TROWELED CONTROL
JOINTS AT 2m INTERVALS

(TYP.)
0.

19150mm UNLESS OTHERWISE NOTED

NON-BULLNOSE BIKE LANE BARRIER DETAIL

DUAL BULLNOSE BIKE LANE BARRIER DETAIL

TYPICAL MEDIAN CROSSING DETAIL (FLUSH NOSE)
Section B-B Scale 1:30

EX AC

EX. GRAVEL
ROADBASE

300mm 50 mm MMCD LC#1

50mm MMCD UC #1

100mm GRANULAR BASE

20M REBAR DRIFTPINS TO BE SET 200mm INTO
CONCRETE/GRAVEL BASE (TYP.)

EXISTING GAS MAINS TO BE LOCATED PRIOR
TO SETTING PINS

HAZARD MARKER AND BOLLARD MOUNTING NOTES
- SIMPSON STRONG-TIE TITEN HD HEX WASHER HEAD, ZINC PLATED.  3/8" DIA. X 1 3/4" BOLTS. PRODUCT

NUMBER THD37134H
- (ATTACH BY BOLTING THROUGH TWO DIAGONALLY OPPOSITE HOLES; LEAVE THE OTHER TWO HOLES

UNBOLTED TO AVOID STRIKING REBAR IN THE PRECAST MEDIAN.)

CAST IN PLACE CONCRETE
CURB, 150mm WIDE

250mm GRANULAR SUB BASE

FILL BARREL WITH 25mm DRAIN ROCK

WATERTIGHT CONCRETE PLUG 300mm
LONG, MIN.

 NON-WOVEN GEOTEXTILE; EXTEND
300mm BEYOND MANHOLE BARREL, TYP

REMOVE EXISTING FRAME, COVER, GRADE RINGS
AND MANHOLE LID, AND DISPOSE OFFSITE

FINISHED GRADE

BREAK TOP OF MANHOLE BARREL AS
REQUIRED TO ENSURE 600mm CLEAR

TO FINISHED GRADE

EXISTING MANHOLE

HEIGHT 75mm - 100mm

EXISTING CATCHBAIN/MANHOLE ABANDONMENT DETAIL
NTS

I

ASPHALT THICKNESS 50mm.

GRANULAR BASE COMPACTED TO 95% OF MPD



WIDTH VARIES
EX. BLVD

WIDTH VARIES
EX. SIDEWALK

MAINTAIN ROAD CROSSFALL

REMOVE EXISTING BOULEVARD AND SIDEWALK
ABOVE PROPOSED SIDEWALK

REMOVE EX. CURB

0.30

EXCAVATE MINIMUM 150mm BELOW EX. CURB AND REPLACE
WITH GRANULAR BASE TO 85mm BELOW GUTTER LINE

50mm ASPHALT TOP LIFT

100mm GRANULAR BASE

1-2%3%
6-7%

PL

0.30 0.30

WIDTH VARIES
EX. SIDEWALK

WIDTH VARIES
EX. BLVD

1%

INSTALL NEW SIDEWALK

TOPSOIL AND SEED

50mm ASPHALT TOP LIFT

100mm GRANULAR BASE

TARGET 4:1 TIE IN TO EX. BLVD

APPROX. SAWCUT LINE
TO BIKE LANE WIDTH

1.85

ROAD STRUCTURE PER
CONTRACT DRAWINGS

WIDTH VARIES
EX. BLVD OR S/W

GRADE VARIES

2%

0.30

EXCAVATE MINIMUM 100mm BELOW EX.
CURB AND REPLACE WITH GRANULAR BASE

100mm GRANULAR BASE

EXISTING BLVD GRADE VARIES.
TARGET 4:1 TIE IN TO BLVD

TOPSOIL AND SEED

REMOVE EX. CURB

CITY OF VANCOUVER
SD-C4.5 TYPE E CURB

MILL AND PAVE MIN 1.00m FROM GUTTER
FACE. MATCH EXISTING CROSSFALL

EXIST. BIKE LANE/ROAD SURFACE

APPROVED BASE

APPROVED SUB-BASE

ADJACENT 150mm HIGH CURB OR
AS APPROVED BY THE TOWNSHIP

BUILT-UP ASPHALT
SPEED HUMP

37.5mm MINIMUM
THICKNESS

EXISTING ROAD SURFACE

KEY INTO EXISITNG PAVEMENT
FOR WIDTH OF ROADWAY OF

40-50mm

10
0m

m

300mm

300mm
SIDEWALK WIDTH VARIES

75
-1

50
m

m
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N
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SLOPE DIRECTION
VARIES

2.00m

400mm

MIN. 3.00m RADIUS

RAISED CROSSING WARNING MARKINGS

TRANSITION TO MMCD C4
BARRIER (TYP.)

CITY OF VANCOUVER
SD-C4.5 TYPE E CURB

1.50m TYP.

3.
0m

EXISTING ROADWAY SURFACEEXISTING ROADWAY SURFACE

EXISTING GRAVEL BASE

PLANTING MEDIUM

500m
m

100mm 100mm

LANDSCAPE MEDIAN CURB (TYP)
REFER TO DETAIL THIS SHEET

EXISTING GRAVEL BASE

LANDSCAPE MEDIAN CURB (TYP)
REFER TO DETAIL THIS SHEET

150mm

15
0m

m

R15mm

35mm

80mm

25
m

m

10M REBAR DRIFTPIN TO BE SET 200mm
INTO CONCRETE/GRAVEL BASE

50
m

m
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TYPICAL SECTIONS

33995ISSUED FOR TENDER
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ESQUIMALT RD AND DOMINION RD EXTENSION AND SIDEWALK SHIFT
TYPICAL SECTION

NTS

NEW CURB AND SIDEWALK WIDENING
TYPICAL SECTION

NTS

SIDEWALK EXTENSION
TYPICAL SECTION

NTS

MACAULEY CONTINUOUS SIDEWALK CONSTRAINED
TYPICAL DETAIL

NTS

SECTION A-A CONTINOUS SIDEWALK
TYPICAL SECTION

NTS

A

A

TYPICAL LANDSCAPE MEDIAN DETAIL
NTS

LANDSCAPE MEDIAN CURB (NO APRON)
SCALE 1:5




